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IP ÉS AHD VIDEO 
RENDSZEREK



Tehnologie de ultimă generație.Tehnologie de ultimă generație.
Componente fiabile.Componente fiabile.
Performanță maximă.Performanță maximă.
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DVC® NOMENKLATURA

KAMERÁK

IP és AHD video rendszerek

RÖGZÍTŐK

D R

R - RECORDER 04 - 4 CH

08 - 8 CH

16 - 16 CH

32 - 32 CH

64 - 64 CH

2 - 2Mpx

4 - 4Mpx

5 - 5Mpx

6 - 6Mpx

8 - 8Mpx

1 - 1HDD

2 - 2HDD

4 - 4HDD

8 - 8HDD

H - HALF 
REAL 
TIME

R - REAL 
TIME

P - PoE

R - RAID

A - ALARM 
IN/OUT

N - NVR

A - DVR

N - 04 8 1 R P

D C

C - CAMERA

F - FACE  
RECOGNITION 
CAMERA

2 - 2Mpx

4 - 4Mpx

5 - 5Mpx

6 - 6Mpx

8 - 8Mpx

1 - IR 10m

2 - IR 20m

3 - IR 30m

4 - IR 40m

5 - IR 50m

6 - IR 60m

7 - IR 70m

8 - IR 80m

9 - IR 90m

0 - IR 100+M

28 - 2.8mm

36 - 3.6mm

12 - 2.8-12mm

22 - 9-22mm

PTZ  
OPTICAL 
ZOOM

V - VARIFOCAL

F - FIXED

M - MOTORISED

Al - AI VCA

S - STARLIGHT

W - WiFi

L - SOFT LIGHT

LPR - LICENCE 
PLATE 
RECOGNITION

N - NETWORK

A - ANALOG

N - B V 8 36 3 Al

B - BULLET

D - DOME

T - TURRET

P - PTZ / 
PANORAMIC

F - FISHEYE

C - CUBE

M - MICRO
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SPEED

PTZ IP CAMERAS 

4Mpx, 2Mpx

Up to 30x zoom 

H.265
Full VCA
IR range up to 150m

IP video rendszerek

DVC® IP KAMERÁK - LINIJA PROIZVODA

SPECIAL

SPECIAL IP CAMERAS 

8Mpx, 6Mpx, 5Mpx, 2Mpx

Face recognition
Face capture
Perimeter protection
LPR
Panoramic
Fisheye
WiFi cube
Pinhole

SUPREME

EXCELLENT PERFORMANCE
EXCELLENT FEATURES 

EXCELLENT PICTURE QUALITY
AI FOR SURVEILLANCE

4Mpx, 2Mpx

Moto-zoom and fix lens
SMART H.265
True WDR 120dB
Full VCA AI: 
People, car, motocycle 
recognise, Cross Line, 
Intrusion, Object remove, 
Object follow
Ultra low light
Starlight

SMART

HIGH PERFORMANCE
HIGH VIDEO QUALITY 

GOOD PRICE

8Mpx, 5Mpx, 2Mpx

Moto-zoom, varifocal  
and fix lens
H.265
Full VCA: Cross Line, 
Intrusion, Object remove, 
Object follow
Low light
Starlight

START

EXCELLENT PRICE
GOOD VALUE

4Mpx, 2Mpx

Fix lens
Low light
H.265
VCA: Cross Line, Intrusion

4.0smartIP
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IP video rendszerek

IP HÁLÓZATI RÖGZÍTŐK
[ 8Mpx ]

Code name DRN-7864RZ RAID
DRN-6488RR

DRN-3832RZ
DRN-3284R DRN-3282R DRN-8816RU

DRN-1682R

Photo

Resolution 8Mpx 8Mpx 8Mpx 8Mpx
No. of channel 64 32 32 16
Recording resolution 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx
Bitrate 320Mbps 256Mbps 256Mbps 160Mbps
Description 8 x HDD, 2 x HDMI 4K, VGA 4 x HDD, HDMI 4K, VGA 2 x HDD, HDMI 4K, VGA 2 x HDD, HDMI 4K, VGA
Alarm In/Out 8/4 8/4 -/- 8/4
Analytics Full VCA AI Full VCA AI Full VCA AI Full VCA AI
*Price 999,00 489,00 339,00 279,00

[ 8Mpx ] [ 5Mpx ]
Code name DRN-1681R DRN-0881R DRN-0451R

Photo

Resolution 8Mpx 8Mpx 5Mpx
No. of channel 16 8 4
Recording resolution 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 5Mpx, 4Mpx, 3Mpx, 2Mpx
Bitrate 112Mbps 64Mbps 32Mbps
Description 1 x HDD, HDMI 4K, VGA 1 x HDD, HDMI 4K, VGA 1 x HDD, HDMI, VGA
Alarm In/Out -/- -/- -/-
Analytics Full VCA Full VCA Full VCA
*Price 169,00 129,00 79,00

[ 8Mpx PoE ] [ 5Mpx PoE ]
Code name DRN-1682RP DRN-0881RP DRN-0451RP

Photo

Resolution 8Mpx 8Mpx 5Mpx
No. of channel 16 8 4
Recording resolution 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 8Mpx, 5Mpx, 4Mpx, 3Mpx, 2Mpx 5Mpx, 4Mpx, 3Mpx, 2Mpx
Bitrate 112Mbps 64Mbps 28Mbps
Description 2 x HDD, HDMI 4K, VGA 1 x HDD, HDMI 4K, VGA 1 x HDD, HDMI, VGA
Alarm In/Out -/- -/- -/-
Analytics Full VCA Full VCA Full VCA
*Price 379,00 239,00 139,00

Face recognition

Fisheye

LPR - license plate  
recognition

4.0smartIP
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IP video rendszerek

Code name

[ IP FACE RECOGNITION ] [ FACE CAPTURE ] [ IP PERIMETER PROTECTION ]
Moto-zoom Moto-zoom Fixed Moto-zoom Moto-zoom Moto-zoom

DFN-BM2221L DFN-DM222 DFN-BF2081L DFN-TM2221L DCN-BM5125AI DCN-TM5125AI

Photo
        

Resolution 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps 5Mpx/25fps 5Mpx/25fps

Sensor 1/2.8’’ Sony Starvis IMX327 1/2.8’’ Sony Starvis IMX327 1/2.8’’ Sony Starvis IMX307 1/2.8’’ Sony Starvis IMX307 1/2.7’’ Omnivision OS05A20 1/2.7’’ Omnivision OS05A20

Lens (h. angle) 7-22 mm (44° - 17.6°) 7-22 mm (44° - 17.6°) 8 mm (40,6°) 7-22 mm (43.4° - 17.6°) 2.8-12mm (92.7° - 29.8°) 2.8-12mm (92.7° - 29.8°)

IR range No No No No 30-50m 30-50m

Sensitivity 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.0045Lux@F1.2, 0Lux IR ON 0.0045Lux@F1.2, 0Lux IR ON

Analytics Face recognition Face recognition Face detection Face detection Perimeter VCA AI Perimeter VCA AI

WDR True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB)

Dimensions 279.5 x 100.3 x 88.9 mm Φ141 x 100.2 mm 217.7 x 80.5 x 80.5 mm Ф111.5 x 99.6 mm 217.7 x 80.5 x 80.5 mm Ф111.5 x 99.6 mm

*Price  449,00  449,00  219,00  259,00 349,00 349,00

Code name

[ IP LPR ] [ IP PANORAMIC ] [ FISHEYE ] [ WiFi CUBE ] [ PINHOLE ]
Moto-zoom Fixed Fixed Fixed Fixed

DCN-BM2220LPR DCN-PF8332S DCN-FF761
DCN-FF6012 DCN-CF2281W DCN-MF243

Photo

Resolution 2Mpx/25fps 8Mpx (4 x 2Mpx)/25fps 6Mpx/25fps 2Mpx/25fps 2Mpx/25fps
Sensor 1/2.8’’ Sony Starvis IMX327 Starlight 1/2.8’’ Sony Starvis IMX327 Starlight 1/2,9’’ Sony  IMX326    1/2,7" SmartSens SC2238 1/3” Panasonic MN34229PL
Lens (h. angle) 7-22mm (44°-17.6°) 3.3mm (180°) 1,07 mm (360°) 2,8 mm (116,6°) 4,3 mm
IR range 50-70m 20m 20m up to 10m No
Sensitivity 0.0026Lux@F1.2, 0Lux IR ON 0.03Lux 0.01Lux@F1.2, Low Light 0.007Lux@F1.2, 0Lux  IR ON 0.1Lux@F1.2, 0Lux
Analytics LPR Full VCA - VCA -
WDR True WDR  (120 dB) D-WDR D-WDR D-WDR True WDR  (120 dB)
Dimensions 279.5 x 100.3 x 88.9 mm 288.4 x 137.7 mm Ф130 x 39 mm 130 x 71.7 x 71.7 mm 30 x 30 x 29.5 mm
*Price 549,00 999,00  259,00  89,00  199,00

SPECIAL IP KAMERÁK

H2H1

H1

H5 H7 H7H2

4.0smartIP
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IP és AHD video rendszerek

I N T E G R AT.
F L E X I B I L .
AI+ POWERED.

DVC SISTEM PROFESIONAL ȘI ECONOMIC DE RECUNOAȘTERE FACIALĂ

1.Detectare facială în mișcare 2.Recunoaștere facială 3.Cautare cadru cu cadru

6. Suport pentru grafice4. Introducere de imagini faciale flexibilă 5.Blocare camere pe persoana urmărită
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[ 4Mpx ]
Moto-zoom Fixed Moto-zoom Fixed

Code name DCN-BM4127AI DCN-BF4365AI DCN-TM4125AI DCN-TF4283AI

Photo

Resolution 4Mpx/25fps 4Mpx/25fps 4Mpx/25fps 4Mpx/25fps
Sensor 1/3'' SmartSens SC4238 1/3'' SmartSens SC4238 1/3'' SmartSens SC4238 1/3'' SmartSens SC4238
Lens (h. angle) 2,8-12 mm  (94,2°-29,8°) 3,6 mm (80,6°) 2,8-12 mm  (94,2°-29,8°) 2,8 mm (100,4°)
IR range 50-70m 30-50m 30-50m 20-30m
Sensitivity 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON
Analytics Full VCA AI Full VCA AI Full VCA AI Full VCA AI
WDR True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB)
Dimensions 279.5 x 100.3 x 88.9 mm 217.7 x 80.5 x 80.5 mm Ф111.5 x 99.6 mm Φ94.6 x 82.8 mm
*Price  239,00  139,00  199,00  129,00

[ 2Mpx ]
Moto-zoom Fixed Moto-zoom Fixed

Code name DCN-BM2125AI DCN-BF2365AI DCN-TM2125AI DCN-TF2283AI

Photo

Resolution 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps
Sensor 1/2,8'' Sony Starvis IMX307 Starlight 1/2,8'' Sony Starvis IMX307 Starlight 1/2,8'' Sony Starvis IMX307 Starlight 1/2,8'' Sony Starvis IMX307 Starlight
Lens (h. angle) 2,8-12 mm (103° - 32°) 3,6 mm (89°) 2,8 - 12 mm  (103° - 32°) 2,8 mm (108°)
IR range 30-50m 30-50m 30-50m 20-30m
Sensitivity 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON
Analytics Full VCA AI Full VCA AI Full VCA AI Full VCA AI
WDR True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB)
Dimensions 217.7 x 80.5 x 80.5 mm 217.7 x 80.5 x 80.5 mm Ф111.5 x 99.6 mm Φ94.6 x 82.8 mm
*Price  159,00  119,00  159,00  109,00

IP video rendszerek

SUPREME IP KAMERÁK
4.0smartIP

H8

H8H7H2H1

H7H2H2
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[ 8Mpx ] [ 5Mpx ]
Moto-zoom Fixed Varifocal Fixed Moto-zoom Fixed

Code name DCN-BM8127AI DCN-BF8285AI DCN-BV7531
DCN-BV5125F

DCN-BF7541
DCN-BF5365F

DCN-BV7531A
DCN-BM5125

DCN-BF7531
DCN-BF5365

Photo

Resolution 8Mpx/20fps (4K) 8Mpx/20fps (4K) 5Mpx/25fps 5Mpx/25fps 5Mpx/20fps 5Mpx/20fps

Sensor 1/2.8'' Sony Starvis IMX415 1/2.8'' Sony Starvis IMX415 1/2,5'' Aptina AR0521 1/2,5'' Aptina AR0521 1/2,7’’ SmartSens SC5238 1/2,7’’ SmartSens SC5238
Lens (h. angle) 2,8-12 mm (96° - 32°) 2,8 mm (109,7°) 3,3-12 mm (93,9° - 34,8°) 3,6 mm (79°) 3,3-12 mm (92° - 32,9°) 3,6 mm (79,4°)
IR range 50-70 m 30-50 m 30-50 m 30-50 m 30-50 m 30-50 m
Sensitivity 0.008Lux@F1.2, 0Lux IR ON 0.008Lux@F1.2, 0Lux IR ON 0.013Lux@F1.2, 0Lux IR ON 0.013Lux@F1.2, 0Lux IR ON 0.0085Lux@F1.2, 0Lux IR ON 0.0085Lux@F1.2, 0Lux IR ON
Analytics Full VCA AI Full VCA AI Full VCA Full VCA VCA VCA
WDR True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) D-WDR D-WDR
Dimensions 279.5 x 100.3 x 88.9 mm 217.7 x 80.5 x 80.5 mm 217.7 x 80.5 x 80.5 mm 217.7 x 80.5 x 80.5 mm 217.7 x 80.5 x 80.5 mm 217.7 x 80.5 x 80.5 mm
*Price 319,00 219,00 179,00 149,00 149,00 109,00

4.0smartIP

[ 2Mpx ]
Varifocal Fixed Fixed

Code name DCN-BV2125S DCN-BF2283S DCN-BF2283

Photo

Resolution 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps
Sensor  1/2,8" Sony Starvis IMX307 Starlight 1/2.8'' Sony Starvis IMX307 Starlight  1/2,7" SmartSens SC2238
Lens (h. angle) 2,8-12 mm (95,4° - 35,5°) 2,8 mm (99,7°) 2,8 mm (107°)
IR range 30-50 m 20-30 m 20-30 m
Sensitivity 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.0035Lux@F1.2, 0Lux IR ON
Analytics No No VCA
WDR D-WDR D-WDR D-WDR
Dimensions 217.7 x 80.5 x 80.5 mm 167,5 x 74,5 x 74,5 mm 167,5 x 74,5 x 74,5 mm
*Price  119,00  99,00  69,00

IP video rendszerek

SMART IP KAMERÁK

[ Videoanalytics functions of DVC IP cameras ]
Perimeter 

VCA AI
Full  

VCA AI
Full  
VCA VCA

Region intrusion
Region entrance
Region exiting
Line crossing  
(human, vehicle)
Intrusion  
(human, vehicle)
Line crossing
Intrusion
Object removal
People intrusion
People counting
Vehicle counting
Human tracking
Blur detection
Scene change
Video tampering
Face detection
Face capture
Crowd density

H3H2 H3

H2H2H2H1 H2 H2
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[ 8Mpx ] [ 5Mpx ]
Moto-zoom Fixed Moto-zoom Fixed Moto-zoom Fixed

Code name DCN-TM8125AI DCN-DF8283AI DCN-VV7531A
DCN-DM5125F

DCN-VF7551
DCN-TF5283F

DCN-VV7532A
DCN-TM5125

DCN-VF7531
DCN-TF5283

Photo

Resolution 8Mpx/20fps (4K) 8Mpx/20fps (4K) 5Mpx/25fps 5Mpx/25fps 5Mpx/20fps 5Mpx/20fps
Sensor 1/2.8'' Sony Starvis IMX415 1/2.8'' Sony Starvis IMX415 1/2,5'' Aptina AR0521 1/2,5'' Aptina AR0521 1/2,7’’ SmartSens SC5238 1/2,7’’ SmartSens SC5238
Lens (h. angle) 2,8 - 12 mm (96° - 32°) 2,8 mm (109,7°) 3,3-12 mm (93,9° - 34,8°) 2,8 mm (101°) 3,3-12 mm (92° - 32,9°) 2,8 mm (93,4°)
IR range 30-50 m 20-30 m 30-50 m 20-30 m 30-50 m 20-30 m
Sensitivity 0.008Lux@F1.2, 0Lux IR ON 0.008Lux@F1.2, 0Lux IR ON 0.013Lux@F1.2, 0Lux IR ON 0.013Lux@F1.2, 0Lux IR ON 0.0085Lux@F1.2, 0Lux IR ON 0.0085Lux@F1.2, 0Lux IR ON
Analytics Full VCA AI Full VCA AI Full VCA Full VCA VCA VCA
WDR True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) True WDR  (120 dB) D-WDR D-WDR
Dimensions Ф111.5 x 99.6 mm Φ119 x 87.8 mm Φ141 x 100.2 mm Φ94.6 x 82.8 mm Ф111.5 x 99.6 mm Φ94.6 x 82.8 mm
*Price 279,00 219,00 249,00 129,00 139,00 99,00

[ 2Mpx ]
Varifocal Fixed Fixed

Code name DCN-TV2125S DCN-TF2283S DCN-TF2283

Photo

Resolution 2Mpx/25fps 2Mpx/25fps 2Mpx/25fps
Sensor  1/2,8" Sony Starvis IMX307 Starlight  1/2,8" Sony Starvis IMX307 Starlight  1/2,7" SmartSens SC2238
Lens (h. angle) 2,8-12 mm (95,4° - 35,5°) 2,8 mm (99,7°) 2,8 mm (107°)
IR range 30-50 m 20-30 m 20-30 m
Sensitivity 0.002Lux@F1.2, 0Lux IR ON 0.002Lux@F1.2, 0Lux IR ON 0.0035Lux@F1.2, 0Lux IR ON
Analytics No No VCA
WDR D-WDR D-WDR D-WDR
Dimensions Ф111.5 x 99.6 mm Φ94.6 x 82.8 mm Φ94.6 x 82.8 mm
*Price  109,00  89,00  69,00 

IP video rendszerek

SMART IP KAMERÁK
4.0smartIP

DVC Starlight camera

Standard Low Light camera

H8 H8

H8 H8H5H6H7 H7

H7
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[ 4Mpx ]
Fixed Fixed

Code name DCN-BF4282 DCN-TF4282

Photo

Resolution 4Mpx/20fps 4Mpx/20fps
Sensor 1/2.7'' SmartSens SC4335 1/2.7'' SmartSens SC4335
Lens (h. angle) 2,8 mm (110°) 2,8 mm (110°)
IR range 10-20 m 10-20 m
Sensitivity 0.011Lux@F1.2, 0Lux IR ON 0.011Lux@F1.2, 0Lux IR ON
Analytics VCA VCA
WDR D-WDR D-WDR
Dimensions 162.1 × 74.8 x 73.8 mm Ф 94.8 x 82.8 mm
*Price  79,00  79,00

[ 2Mpx ]
Fixed Fixed

Code name DCN-BF2282 DCN-TF2282

Photo

Resolution 2Mpx/25fps 2Mpx/25fps
Sensor 1/3.2'' SmartSens SC2231 1/3.2'' SmartSens SC2231
Lens (h. angle) 2,8 mm (93.7°) 2,8 mm (93.7°)
IR range 10-20 m 10-20 m
Sensitivity 0.012Lux@F1.2, 0Lux IR ON 0.012Lux@F1.2, 0Lux IR ON
Analytics VCA VCA
WDR D-WDR D-WDR
Dimensions 162.1 × 74.8 x 73.8 mm Ф 94.8 x 82.8 mm
*Price  59,00 59,00 

[ IP ]
Code name DCN-PM430X0 DCN-PM220X0_V01 DCN-PM220X0

Photo

Resolution 4Mpx/25fps 2Mpx/25fps 2Mpx/25fps
Sensor 1/2.5'' APTINA AR0522 1/2.8” Sony Starvis IMX327 1/2.8" Sony Starvis IMX327
Lens 4,7 - 141 mm, 30x zoom 5,5 - 110 mm, 20x zoom 5,5 - 110 mm, 20x zoom
IR range up to 150m up to 150m up to 150m
Sensitivity 0.01Lux@F1.6 - 3.5, 0Lux IR ON 0.006Lux@F1.6-F4.5, 0Lux IR ON 0.006Lux@F1.6-F4.5, 0Lux IR ON
Analytics No Full VCA Full VCA
WDR True WDR (120 dB) True WDR (120 dB) True WDR (120 dB)
Dimensions Ø 209 x 328 mm Ø 209 x 328 mm Ø173 x 247mm
*Price 899,00  649,00  499,00 

START SPEEDIP KAMERÁK IP KAMERÁK
IP video rendszerek

H9

H9

H4

H4
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AHD video rendszerek

5.0
AHD VIDEO RÖGZÍTŐK

[ 8Mpx ] [ 5Mpx ]

Code name DRA-1682H DRA-7808H
DRA-0881H

DRA-7804H
DRA-0481H

DRA-7532H
DRA-3254HA

DRA-7516H
DRA-1652HA

DRA-7508H
DRA-0851HA

Photo

Resolution 8Mpx 8Mpx 8Mpx 5Mpx LITE 5Mpx LITE 5Mpx LITE

No. of channel 16 + 8 IP CH 8 + 8 IP CH 4 + 2 IP CH 32 + 8 IP CH 16 + 8 IP CH 8 + 4 IP CH

Recording resolution 8Mpx, 5Mpx, 4Mpx, 1080p 8Mpx, 5Mpx, 4Mpx, 1080p 8Mpx, 5Mpx, 4Mpx, 1080p 5Mpx LITE, 4Mpx LITE, 1080p 5Mpx LITE, 4Mpx LITE, 1080p 5Mpx LITE, 4Mpx LITE, 1080p

Description 2 x SATA, HDMI 4K, VGA, CVBS(Spot) 2 x SATA + 1 x eSATA,  
HDMI 4K, VGA, CVBS(Spot)

1 x SATA + 1 x eSATA ,  
HDMI 4K, VGA, CVBS(Spot)

4 x SATA + 1 x eSATA,
HDMI, VGA, CVBS(Spot)

2 x SATA + 1 x eSATA,
HDMI, VGA, CVBS(Spot)

1 x SATA + 1 x eSATA, HDMI,  
VGA, CVBS(Spot)

Alarm In/Out -/- 8/2 4/1 16/4 16/4 8/2

Analytics HD + IP cameras HD + IP cameras HD + IP cameras - HD + IP cameras HD + IP cameras

*Price 349,00 259,00 149,00 799,00 249,00 159,00

[ 5Mpx ] [ 2Mpx LITE ]

Code name DRA-7504H
 DRA-0451HA DRA-0851H DRA-0451H DRA-2316H

DRA-1621H
DRA-2308H

DRA-0821H
DRA-2304R

DRA-0421R

Photo

Resolution 5Mpx LITE 5Mpx LITE 5Mpx LITE 2Mpx LITE 2Mpx LITE 2Mpx LITE

No. of channel 4 + 2 IP CH 8 + 4 IP CH 4 + 2 IP CH 16 + 2 IP CH 8 + 1 IP CH 4 + 1IP CH

Recording resolution 5Mpx LITE, 4Mpx LITE, 1080p 5Mpx LITE, 4Mpx LITE, 1080p 5Mpx LITE, 4Mpx LITE, 1080p 1080p LITE 1080p LITE 1080p LITE

Description 1 x SATA, HDMI, VGA, CVBS(Spot) 1 x SATA, HDMI, VGA, CVBS(Spot) 1 x SATA, HDMI, VGA, CVBS(Spot) 1 x SATA, HDMI, VGA, BNC 1 x SATA, HDMI, VGA 1 x SATA, HDMI, VGA

Alarm In/Out 4/1 -/- -/- -/- -/- -/-

Analytics HD + IP cameras HD + IP cameras HD + IP cameras IP cameras IP cameras IP cameras

*Price 99,00 129,00 79,00 129,00 79,00 59,00

ALARM BOX DAA-166AHD
Alarmni interfejs za DVC snimače

 �  kompatibilan sa svim DVC snimačima
 � 16 alarmnih ulaza
 � 6 alarmnih izlaza

 � Napajanje USB2.0 x 1 (5V/1A)
 � Potrošnja 5W
 � 138.6 x 29 x 73.5 mm
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5.0
AHD KAMERÁK

[ 8Mpx ] [ 5Mpx ]
Fixed Moto-zoom Varifocal Fixed

Code name DCA-BF8364 DCA-BV752A
DCA-BM5128

DCA-BV751
DCA-BV5125

DCA-BF753
DCA-BF5362

Photo

Resolution 8Mpx 5Mpx 5Mpx 5Mpx
Sensor 1/2,7" SmartSens SC8238 1/2,7" Omnivision OV OS05A10 1/2,5" Aptina AR0521 1/2,5" Aptina AR0521
Lens (h. angle) 3,6 mm (87,4°) 2,8-12 mm (92,7°-29°) 3,3-12 mm (89,9°-26,2°) 3,6 mm (89,9°)
IR range 25-35 m 70-80 m 40-50 m 15-20 m
Sensitivity 0.05Lux@F1.2, 0Lux IR ON 0.01Lux@F1.2, 0Lux  IR ON 0.01Lux@F1.2, 0Lux  IR ON 0.01Lux@F1.2, 0Lux  IR ON
WDR D-WDR D-WDR D-WDR D-WDR
Dimensions 79 x 239mm 293 x 83 x 83 mm fi 75 x 263 mm 66,5 x 68,7 x 200,3 mm
*Price 65,00 99,00 69,00 49,00

[ 2Mpx ]
Moto-zoom Varifocal Fixed Fixed Fixed

Code name DCA-BV5245A
DCA-BM2128S

DCA-BV6241
DCA-BV2125S

DCA-BF522
DCA-BF2365

DCA-MF525
DCA-BF2282

DCA-MF220
DCA-BF2362

Photo

Resolution 2Mpx 2Mpx 2Mpx 2Mpx 2Mpx
Sensor 1/2,8" IMX307 STARLIGHT 1/2,8” IMX307 STARLIGHT 1/2,9" Sony Exmor IMX323 1/2,9" Sony Exmor IMX323 1/2,7" CMOS senzor F33 
Lens (h. angle) 2,8-12 mm (92,7°-29°) 2,8-12 mm (92,7°-29°) 3,6 mm (96°) 2,8 mm (115°) 3,6 mm (100°)
IR range 70-80 m 40-50 m 40-50 m 15-20 m 15-20 m

Sensitivity 0.001Lux@F1.2, 0Lux  IR ON 0.001Lux@F1.2, 0Lux  IR ON 0.01 lux @ F1.2 (color) /  
0 lux  IR LED ON (b/w) 0.01Lux@F1.2, 0Lux  IR ON 0.02Lux@F1.2, 0Lux  IR ON

WDR True WDR 100dB D-WDR D-WDR D-WDR D-WDR
Dimensions 293 x 83 x 83 mm 262 x 75 x 73 mm 262 x 75 x 73 mm 66,5 x 68,7 x 200,3 mm 172 x 65 x 62 mm
*Price 85,00 65,00 49,00 39,00 26,00

AHD video rendszerek

H10
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AHD KAMERÁK
[ 8Mpx ] [ 5Mpx ]

Fixed Moto-zoom Varifocal Fixed

Code name DCA-TF8283 DCA-VV752A
DCA-TM5124

DCA-VV751
DCA-TV5124

DCA-VF753
DCA-TF5362

Photo

Resolution 8Mpx 5Mpx 5Mpx 5Mpx
Sensor 1/2,7" SmartSens SC8238 1/2,7" Omnivision OV OS05A10 1/2,5" Aptina AR0521 1/2,5" Aptina AR0521
Lens (h. angle) 2,8 mm (93°) 2,8-12 mm (92,7°-29°) 3,3-12 mm (89,9°-26,2°) 3,6 mm (89,9°)
IR range 30 m 30-40 m 30-40 m 15-20 m
Sensitivity 0.05Lux@F1.2, 0Lux IR ON 0.01Lux@F1.2, 0Lux  IR ON 0.01Lux@F1.2, 0Lux  IR ON 0.01Lux@F1.2, 0Lux  IR ON
WDR D-WDR D-WDR Double Scan-WDR D-WDR
Dimensions Ф 100 x 90 mm Ф 119 x 98 mm Ф 119 x 98 mm Ф 94 x 80 mm
*Price 65,00 79,00 59,00 43,00

5.0
AHD video rendszerek

[ 2Mpx ] [ PIR camera ]
Moto-zoom Varifocal Varifocal Fixed Fixed Fixed

Code name DCA-DM2125S DCA-VV5244
DCA-DV2124SW

DCA-VV6241
DCA-TV2124S DCA-DF2282 DCA-VF220

DCA-TF2362
DCA-HC525
DCA-HF2362

Photo

Resolution 2Mpx 2Mpx 2Mpx 2Mpx 2Mpx 2Mpx
Sensor 1/2,8" IMX307 STARLIGHT 1/2,8" IMX290 True WDR 120db 1/2,8" IMX307 STARLIGHT 1/2,9'' SmartSens SC2232H 1/2,7" CMOS senzor F33 1/2,9" Sony Exmor IMX323
Lens (h. angle) 2,8-12 mm (92,7°-29°) 2,8-12 mm (92,7°-29°) 2,8-12 mm (92,7°-29°) 2,8 mm (92,7°) 3,6 mm (100°) 3,6 mm
IR range 40-50 m 25-35 m 30-40 m 10-20 m 15-20 m 10-15 m
Sensitivity 0.001Lux@F1.2, 0Lux  IR ON 0.001Lux@F1.2, 0Lux  IR ON 0.001Lux@F1.2, 0Lux IR ON 0.001Lux@F1.2, 0Lux IR ON 0.02Lux@F1.2, 0Lux IR ON 0.01Lux@F1.2, 0Lux
WDR True WDR 100dB True WDR 120dB D-WDR D-WDR D-WDR D-WDR
Dimensions Ф 119 x 98 mm Ф 120 x 86,5 mm  Ф 119 x 98 mm Ф 87 x 108 mm Ф 94 x 80 mm 103 x 80 x 60 mm
*Price 79,00 79,00 55,00 29,00 24,00 40,00

H13H12H12

H12H12H11



IP
 é

s A
HD

 v
id

eo
 re

nd
sz

er
ek

04-2020 b2b.alarmautomatika.hu 15 

AHD VEZÉRELHETŐ KAMERÁK
[ AHD ]

Code name DCA-PV351R
DCA-PM518X0

DCA-PV323R
DCA-PM220X0

DCA-PV322R
DCA-PM210X6

DCA-PVB323
DCA-PBM24X3

DCA-PVV322
DCA-PDM23X3

Photo

Resolution 5Mpx 2Mpx 2Mpx 2Mpx 2Mpx
Sensor 1/2,7" Omnivision OV OS05A10 1/3" Sony Exmor IMX323 CMOS 1/3" Sony Exmor IMX323 CMOS 1/2,9" Sony Exmor IMX323 CMOS 1/2,9" Sony Exmor IMX323 CMOS 
Lens 5,35 - 93,6 mm  18x zoom   4,7 - 94 mm  20x zoom   5,1 - 51 mm, 10x zoom   2,8 - 12 mm, 4x zoom   2,8 - 8 mm, 3x zoom   
IR range up to 120m up to 100m up to 60m 20-30m up to 20m
Sensitivity 0.1Lux 0.5Lux@F1.6 - F4.5, 0Lux IR ON 0.5Lux@F1.8- F2.1, 0Lux IR ON 0.01Lux@F1.8 - F2.1, 0Lux IR ON 0.01Lux@F1.8 - F2.1, 0Lux IR ON
WDR D-WDR D-WDR D-WDR D-WDR D-WDR
Dimensions Ø 185 x 374 mm Ø 185 x 374 mm Ø 136 x 222 mm 168 × 87 ×68 mm Ø105 x 75mm
*Price  999,00  449,00  349,00  129,00  129,00

5.0
AHD video rendszerek

UPRAVLJANJE DVC SNIMAČIMA

NVMS 2.0 CMS DVC recorder Web browser DVC Mobile App

www.dvc.video



     SERVERI
Kompletno rešenje za video monitoring centre

KLIJENTSKI RAČUNARI VIDEO 
MONITORING CENTRA

TCP/IP MREŽA

MONITORING CENTAR - VIDEO WALL

internet

DVC DVR/NVR

DVC DVR/NVR DVC DVR/NVRDVC DVR/NVR

MEDIA TRANSFER 
SERVER

DVC KAMERE

DVC KAMERE DVC KAMEREDVC KAMERE

DVC KAMERE

Sve prednosti rada DVC® servera najbolje dolaze 
do izražaja u radu video monitoring centara i to u 
kombinaciji sa klijent softverom DVC® NVMS 2.0, za 
praćenje do 30.000 kamera

  VIDEO WALL  
DEKODER

SERVER ZA SKLADIŠTENJE

SERVER VERIFIKACIJE
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SZERVEREK VIDEOMEGFIGYELŐ KÖZPONTOKHOZ
[ AUTENTIFICATION SERVER ] [ MEDIA TRANSFER SERVER ] [ ALL-IN-ONE SERVER ] [ STORAGE SERVERS ]

Code name DAN-71 DTN-72 DON-73 DSN-7424 DSN-7416

Photo

Features

Intel Core Processor I3-6100 2C/4T
3.7GHz 3M HD Graphics P530/51W
4GB DDR4 (expandable to 64GB)
Integrated InteI210-ATdual gigabit 

Ethernet server cards

Intel Xeon Processor E3-1225V5 4C/4T
3.3GHz 8M HD Graphics P530/80W
8GB DDR4 (expandable to 64GB)

Dual gigabit ports /I350-T2 + InteI210-ATdual 
gigabit, Ethernet server cards

Intel Xeon Processor E3-1225V5 4C/4T
3.3GHz 8M HD Graphics P530/80W
8GB DDR4 (expandable to 64GB)

Dual gigabit ports / I350-T2 + InteI210-ATdual 
gigabit, Ethernet server cards

Intel Xeon Processor E3-
1220V5 4C/4T 3.0GHz 8M/80W

8GB DDR4 (expandable to 64GB)

Intel Xeon Processor E3-
1220V5 4C/4T 3.0GHz 8M/80W

8GB DDR4 (expandable to 64GB)

Description

Up to 30.000 cameras / 1.024 NVRs
32 streaming servers / 128 storage servers

Ability to decode up to 256 channels
Up to 100 Real Time Channels / 256 users

Supported devices: IP camera, DVR, NVR, Decoder

   Bandwidth access rates up to 600 Mbps
Bandwidth output rates up to 600 Mbps

Up to 30,000 cameras / 1024 NVRs
32 streaming servers / 28 storage servers

Ability to decode up to 256 channels
Up to 100 Real Time Channels / 256 users
Bandwidth access rates up to 600 Mbps
Bandwidth output rates up to 600 Mbps

Supported devices: IP camera, DVR, NVR, Decoder

740 Mbps: access and storage
540 Mbps: access, 540 Mbps: storage,

100 Mbps: recordings view
Video stream access protocols: TCP / UDP / RTSP

24 x SATA HDD (up to 192 TB hot plug),  
RAID 0,1,5,6

Supported protocols: TCP / UDP /RTSP

740 Mbps: access and storage
540 Mbps: access, 540 Mbps: storage,

100 Mbps: recordings view
Video stream access protocols: TCP / UDP / RTSP

16 x SATA HDD (up to 128 TB hot plug),  
RAID 0,1,5,6

Supported protocols: TCP / UDP /RTSP

Remark 3 x SATA HDD, 1 x VGA 3 x SATA HDD, 1 x VGA 3 x SATA HDD, 1 x HDMI, 1 x VGA 1 x VGA, 2 x Giga ethernet 1 x VGA, 2 x Giga ethernet

*Price Na upit Na upit Na upit Na upit Na upit

[ ALL-IN-ONE PLATFORMS ] [ H.265 DECODERS ]
Code name DPN-724 DPN-716 DDN-74 DDN-72

Photo

Features
Intel Xeon Processor E3-

1220V5 4C/4T 3.0GHz 8M/80W
8GB DDR4 (expandable to 64GB)

Intel Xeon Processor E3-
1220V5 4C/4T 3.0GHz 8M/80W

8GB DDR4 (expandable to 64GB)

Decoding: H.265, H.264 / Decoding resolutions: 8MP, 5MP, 4MP, 3MP, 
1080P, 960P, 720P, WD1, D1, CIF

Ability to decode: 4CH 8MP/5MP@30fps or 16 CH 
4MP/3MP/2MP/1080P/720P@30fps or 64CH D1 or lower

Screen splitting on: 1/4/9/16

Decoding: H.265, H.264 / Decoding resolutions: 8MP, 5MP, 4MP, 3MP, 
1080P, 960P, 720P, WD1, D1, CIF

Ability to decode: 4 CH 8MP/5MP real-time or 8 CH 4MP/3MP/1080P/720P 
realtime or 32 CH ≤D1 real-time

Screen splitting on: 1/4/9/16

Description

740 Mbps: access and storage
540 Mbps: access, 540 Mbps: storage,

100 Mbps: recordings view
24 x SATA HDD (hot plug), RAID 0,1,5,6
Supported protocols: TCP / UDP / RTSP

740 Mbps: access and storage
540 Mbps: access, 540 Mbps: storage,

100 Mbps: recordings view
16 x SATA HDD (hot plug), RAID 0,1,5,6
Supported protocols: TCP / UDP / RTSP

Video input: HDMI × 1: 1920 × 1080/1600 × 1200/1680 × 1050/1440 × 
900/1400 × 1050/1366 × 768/1280 × 1024/1280 × 960/1280 × 800/1280 × 

720/1152 × 864/1024 × 768/800 × 600
Video output: HDMI × 4 : 3840 × 2160 (odd number ports supported) 

/1920 × 1080/1280 × 1024
VGA × 4: 1920 × 1080/1280 × 1024

BNC × 4 : CVBS output

Video input: HDMI × 1: 1920 × 1080/1600 × 1200/1680 × 1050/1440 × 
900/1400 × 1050/1366 × 768/1280 × 1024/1280 × 960/1280 × 800/1280 × 

720/1152 × 864/1024 × 768/800 × 600
Video output: HDMI × 2: 3840 × 2160 (odd number ports supported) / 

1920 × 1080/1280 × 1024
Remark 1 x VGA, 2 x Giga ethernet 2 x VGA, 2 x Giga ethernet

*Price Na upit Na upit Na upit Na upit

IP video rendszerek
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KIEGÉSZÍTŐK, CSATLAKOZÓK, TÁPEGYSÉGEK, KOMMUNIKÁCIÓ
[ DVC® POE SWITCHES ] [ PASSIVE VIDEO BALUNS ]

Code name DAS-3242P DAS-3162P DAS-3082P DAS-3042P DAS-2081P DAS-2042P DVC-TP-TRP1-1738 (pair) DVC-TP-TRP1-1738 (pair)

Photo

Description 24-port switch  
+ 2x uplink port

16-port PoE switch
+ 2 x uplink port

8-port PoE switch
+ 2 x uplink port

4-port PoE switch
+ 2 x uplink port

8-port PoE switch
+ 1 x uplink port

4-port PoE switch
+ 2 x uplink port

Passive 1-channel balun  
(analog HD), pair

Passive 1-channel balun with 
cable (analog HD), pair

*Price 349,00 299,00 129,00 89,00  109,00  59,00 3,00 3,00

[ NETWORK EQUIPMENT ] [ HDMI EXTENDER ] [ WiFi ANTENNA ] [ TEST MONITOR ]
Code name DAC-706PE DAC-706MC DAC-706IN DAC-706SFP FON 7934 WI-CPE511 DAX-3A03

Photo

Description
PoE extender , via UTP or 
a scramble cable, receiver 

and transmitter.

Gigabit Media converter, 
LC port for SFP optical 

module, single or dual, 12V 
DC power supply included.

PoE injector , RJ45 
(10/100/1000) 54V DC / 
30W, 100m max. - Cat5 / 

5e / 6.

SFP Optical Module, 1.25G 
Double optic fibers 20km, 

Single Mode, LC.

1x receiver + 1x transmitter,
1080p, 4.95Gbps,

to 60m (Cat 6/6a/7 cable)

5.8Ghz, Range up to 10km,  
for DVC IP cameras connecting,  

bandwidth up to 300Mbps, IP65 protection.

Portable 4.3” TFT Color LCD AHD/TVI/CVI Tester 
480 x 272 (QVGA), 64K color. Supports: AHD 

1080P / 960P / 720P and CVBS cameras.

*Price 129,00 49,00 29,00 22,00  99,00 69,00 129,00

[ NETWORK KEYBOARD ] [ AHD KEYBOARD ] [ MICROPHONES ] [ ALARM INTERFACE ] [ IP CAM EQUIPMENT  ]
Code name DKA-30M DKA-31R SL-MICRO2 SL-MICRO DAA-166AHD DAC-41HD/IP

Photo

Description

Keyboard for DVC IP PTZ cameras with 3D 
joystick and LCD screen. Controls up to 10 

DVC IP PTZ cameras. Power supply 12V DC / 
power supply included.

Keyboard for DVC AHD PTZ cameras
with 3D joystick and LCD screen. Controls up 
to 255 DVC AHD PTZcameras. Power supply 

12V DC / power supply included.

Directional microphone with
preamplifier, power 12 VDC.  
For sound recording in video 

systems.

Directional microphone with
preamplifier, power 12 VDC.  
For sound recording in video 

systems.

Alarm interface for DVC recorders, 16 
alarm inputs + 6 alarm relay outputs.

4MP HD Video Server  
4MPx (2560x1440) full real time coding

H.264,H.265 and MJPEG encoding
1 CH alarm input,1 CH alarm output

*Price 499,00 169,00 8,00 5,00 19,00 79,00

[ HARD DISKS FOR VIDEO RECORDERS ]

Code name HDD 8TB WD 
Purple

HDD 6TB WD 
Purple

HDD 4TB WD 
Purple WD-

40PURX

HDD 3TB/ SATA  
6 Gb/s/64MB 
WD PURPLE

HDD 2TB/ SATA 
6 Gb/s/64MB 
WD PURPLE

HDD 1TB/SATA 
6 Gb/s/64MB 
WD PURPLE

HDD 6TB 
Seagate  

SkyHawk

HDD 4TB 
Seagate  

SkyHawk

HDD 3TB 
Seagate  

SkyHawk

HDD 2TB 
Seagate  

SkyHawk

HDD 1TB 
Seagate  

SkyHawk
Description Western Digital HDD for video recorders Seagate HDD for video recorders SkyHawk Guardian Surveillance

Kiegészítők, csatlakozók, tápegységek, kommunikáció
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*Price on request

Kiegészítők, csatlakozók, tápegységek, kommunikáció

[ PROTECTIONS ] [ CONVERTERS ]
Code name DAB-308 DAP-308 DAP-306 DAC-303 DAC-307 DAC-308

Photo

Description Ground fault isolator for AHD camera Overvoltage coaxial cable protection Overvoltage IP Protection (UTP) VGA to BNC video output
converter

Voltage converter - 24VAC to 12VDC. 
Input AC 16V-28V, output DC12V-1.5A

Output converter - HDMI video to VGA 
for DVC IP recorders

*Price 12,00 14,00 14,00 39,00 14,00 10,00

[ CONNECTORS ]
Code name BNC-SPR BNC-C SP BNC-TWIST SP BNC-T SP BNC-BNC SP RCA-BNC SP BNC-RCA SP DAK-3P04 DAK-3P05 BNC CRIMPING TOOL 5 HEX

Photo

Description

BNC spring connector 
for connecting the 

cameras via a coaxial 
cable

BNC connector for
RG59 cable

BNC «twist»
connector

T’ BNC connector
(2 female and 1 
male connector)

BNC female-female
connector for cable

extension

Converter
RCA in BNC

Converter
BNC in RCA

(cinch)

Female Power
Connector for

12V DC

Male Power
Connector for

12V DC.

Crimping Pliers for BNC
Connectors: RG179,-

MINIRG59, RG59-RG6

*Price 0,25 0,14 0,50 0,80 0,30 0,50 0,70 0,39 0,29 129,00

[ POWER SUPPLIES, CABLES AND CONNECTORS ] [ COAXIAL CABLES FOR AHD VIDEO SURVEILLANCE ] [ IP VIDEO CABLES (UTP) ]

Code name DAN-3138 DAN-3104 DAN-31018 DAN-305 DAN-302 RG59micro+2x05 
E (100m)

RG59AL Mini-
coax 75ohm E 

(305m)

RG59 B/U E  
(305 m)

RG59 B/U E  
(100 m)

UTP/LEVEL 5 E  
(305m)

Photo

Description

Central power supply 
for the cameras,  

230VAC input voltage, 
output voltage 12VDC,  

13A / 8 outputs

Central power supply 
forthe cameras, 

230VAC input voltage, 
output voltage 12VDC, 

10A / 4 outputs

Central power supply,
12VDC / 10A with 

 18 outputs

Adapter,  
12VDC, 5A

Adapter,  
12VDC, 2A

Micro coaxial 
cable 75 Ohm with 

additional conductors 
2x0.50mm2. 

Response reaction to 
fire class: Fca

Coaxial RG59 cable. 
To connect AHD video 

system. Response 
reaction to fire

class: Fca

Coaxial cable 75 Ohm 
, outer sheath PVC 
diameter 6,2 mm. 

Response reaction to 
fire class: Fca

Coaxial cable 75 
Ohm , outer sheath 
PVC diameter 6,2 

mm, lenght 100 m. 
Response reaction to 

fire class: Fca

UTP type conductor, 4 pairs
with rigid conductors 0.22 mm2,

lenght 305 m

*Price 89,00 69,00 79,00 18,00 11,00 0,75 / m 75,00 122,00 0,40 / m 0,40 / m
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Kiegészítők, csatlakozók, tápegységek, kommunikáció

[ KÖTŐDOBOZOK ] [ TARTÓK ]

Photo

Code name DAJ-33 DAJ-36 DAJ-38 DAJ-39 DAJ-40 DAJ-41 DAJ-42 DAJ-44 DAJ-45 DAM-32 DAM-34 DAM-35

H1

H2

H3

H4

H5  
with DAJ-42

H6

H7 with DAJ-44

H8

H9

H10

H11

H12

H13

*Price 16,00 9,00 15,00 11,00 11,00 13,00 17,00 15,00 17,00 19,00 26,00 29,00


